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with paragraph (e) of this section is not
practicable, a sandbag barrier at least
0.6 m (2 feet) in thickness may be sub-
stituted for the 6 m (20 feet) separa-
tion.

[Amdt. 176-30, 55 FR 52696, Dec. 21, 1990, as
amended at 66 FR 45384, 45385, Aug. 28, 2001;
69 FR 76184, Dec. 20, 2004; 70 FR 56099, Sept.
23, 2005; 78 FR 1095, Jan. 7, 2013]

§176.145 Segregation in single hold
vessels.

(a) On board a vessel having a single
cargo hold, Class 1 (explosive) mate-
rials in hazard division/compatibility
group 1.1B and 1.2B may be stowed in
the same compartment with substances
of compatibility group D, provided:

(1) The net explosive weight of the
compatibility group B explosive does
not exceed 50 kg (110 pounds); and

(2) The compatibility group B explo-
sive materials are stowed in a steel
portable magazine that is stowed at
least 6 m (20 feet) from the compat-
ibility group D substances.

(b) Division/compatibility group 1.4B
(explosive) materials may be stowed in
the same compartment with substances
of compatibility group D provided the
Class 1 (explosive) materials of dif-
ferent compatibility groups are sepa-
rated by either a distance of at least 6
m (20 feet) or by a steel partition.

[Amdt. 176-30, 55 FR 52696, Dec. 21, 1990, as
amended at 66 FR 45384, Aug. 28, 2001]

§176.146 Segregation from non-haz-
ardous materials.

(a) Except as required by paragraph
(b) of this section, Class 1 (explosive)
materials need not be segregated from
other cargo of a non-dangerous nature.

(b) Readily combustible materials
may not be stowed in the same com-
partment or hold as Class 1 (explosive)
materials other than those in compat-
ibility group S.

(c) [Reserved]

(d) In order to avoid contamination:

(1) An explosive substance or article
which has a secondary POISON hazard
label must be stowed ‘‘separated from”’
all foodstuffs, except when such mate-
rials are stowed in separate closed
cargo transport units, the require-
ments for ‘‘away from’ segregation
apply.

§176.154

(2) An explosive substance or article
which has a secondary CORROSIVE
hazard label must be stowed ‘‘away
from”’ foodstuffs.

[Amdt. 176-30, 55 FR 52696, Dec. 21, 1990, as
amended at 56 FR 66282, Dec. 20, 1991; 69 FR
76185, Dec. 20, 2004; 78 FR 1095, Jan. 7, 2013]

PRECAUTIONS DURING LOADING AND
UNLOADING

§176.148 Artificial lighting.

Electric lights, except arc lights, are
the only form of artificial lighting per-
mitted when loading and unloading
Class 1 (explosive) materials.

§176.150 Radio and radar.

(a) Except as provided in paragraph
(b) of this section, when Class 1 (explo-
sive) materials (other than explosive
articles in Division 1.4 [explosive] or
any explosive substance) are loaded,
unloaded, or handled, the responsible
person must ensure that all sources of
electromagnetic radiation such as
radio and radar transmitters are deen-
ergized by opening the main switches
controlling the sources and tagging
them to warn that the devices are not
to be energized until loading or unload-
ing has ceased.

(b) During the loading or unloading
of all explosive articles (except those
in Division 1.4 [explosive]), no radio or
radar transmitter may be used within
50 m (164 feet) of such articles except
for VHF transmitters the power output
of which does not exceed 25 watts and
of which no part of the antenna system
is within 2 m (7 feet) of the Class 1 (ex-
plosive) materials.

(c) Explosive articles which are sen-
sitive to electromagnetic radiation
from external sources must be stowed
at a safe distance from the vessel’s
radio cabin, receiving and transmitting
apparatus radio antenna or lead-in, and
radar installation, with due regard to
the character of the vessel and the de-
gree of screening-off of the explosive
articles.

[Amadt. 176-30, 55 FR 52696, Dec. 21, 1990, as
amended at 66 FR 45384, Aug. 28, 2001]
§176.154 Fueling (bunkering).

(a) Class 1 (explosive) materials, ex-
cept those in compatibility group S,
may not be loaded or unloaded when
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